
 

 

 

 

 

Diameter

Tolerance

Meters per spool

Weight per meter

Filament Charcteristics

Ø 1.75mm

729,927m

2.74g

±0.02mm

Line 

Tensile Modulus

Knot

Strength 

Tenacity

Elongation

Strength 

Tenacity

Elongation

4,5Draw Ratio
4.4

146

51

12

2,8

93

33

Material Properties

Physical Properties

5,0 5,5 6,0
g/d

kg

%

g/d

g/d

kg

%

5,1

172

42

12

3,3

111

33

6,2

215

36

14

3,6

124

31

7,1

254

32

14

3,4

121

29

Density

Melt Flow Index

Mold Shirinkage

Water Absorption

Melting Point

Extractable Content

Relative viscosity

1.14 

38/10

0.5 - 0.8

-

191

< 1,00%

4,05

ASTM MethodTypical value Units
ISO 1183

D1238

D995

D570

ISO 11357

JIS K 6810

N/N

g/cm3

g/min

%

%

°C

wt%

N/N

Disclaimer:
This TDS, based on current knowledge and experience, contains a general summary of hazards and is consistent with the information provided by the supplier. No 
liability can be assumed for the accuracy and completeness of this information. The information in this TDS applies for this specific material only. It therefore does 
not apply for its usage in combination with other materials or ways of processing. It is user’s responsibility to read and understand this information and incorporate 
it into individual safety programs, according to all legal and regulatory applicable procedures. Smart International gives no warranty whatsoever, including the 
warranties of merchantability or of fitness for a particular purpose. Any product purchased is sold on the assumption the user shall determine the quality and suitabi-
lity of the product. Smart International expressly disclaims any and all liability for incidental, consequential or any other damages arising out of the use or misuse of 
this product. No information provided shall be deemed to be a recommendation to use any product in conflict with any existing patent rights.

PA 6/66 · Technical Data Sheet
  

Materials 

Benefits
•  Strong, shatterproof parts
•  High abrasive resistance
•  Low friction coefficient

Chemical Name
Polyamide 6/66

General Features 


